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VMV Newton Bellows Sealed Valve Series

Product Advantage Specifications
- Double seal design with bellows +0il ban and degreasing, UV +Design standard:AP1602

and packing makes the seal at detection, high cleanliness of -Face to face dimension:ASME B16.10

the valve stem more secure. theinner cavity. +Flange ends:ASME B16.5

. +Test & Inspection:API 598

. The extended bonnet design the *Suitable for low temperature

temperature of packing above 0°C, conditions, can be set according Application

the packing and gasket meet to customer requirements of low

1SO15848-1 Class A standards. temperature isolation drip tray to Suitable for polysilicon, Silane

prevent the valve stem packing gas, Low temperature media, etc.

+Valve channel safety protection freeze.

designto preventabnormal
pressurerise inthe channel.

Data Dimension Table

150LB 300LB 600LB

L W H= L W H= L W H=
1/2"| 108 | ®95 | 225 | 140 | ®95 | 225 | 165 | ®95 | 225
3/4"| 117 | ®95 | 233 | 152 | ®95 | 233 | 190 | ®95 | 233
1 127 [®117| 268 | 165 |®117| 268 | 216 | ®117| 268
1Ya | 140 |®145| 310 | 178 |®145| 310 | 229 | ®145| 310
12| 165 |®145| 330 | 190 |®145| 330 | 241 | ®145| 330
2" | 178 |®200| 515 | 216 |®200| 535 | 292 | ®200| 565
212 | 191 |®200| 595 | 241 |®200| 610 | 330 | ®250]| 645

NPS

w 3" | 203 |®250| 665 | 283 |®250| 690 | 356 |®250| 710
4" | 229 |®280| 800 | 305 |®300| 820 | 432 | ®300| 890

E 5" | 254 |®300| 910 | 381 |®300| 940 | 508 | ®400 1020
‘ﬂ,’“ 'm’ 6" | 267 |®300| 1040 | 403 |®350| 1070 | 559 | ®450|1190
8" | 292 |®350| 1310 | 419 |®400| 1360 | 660 | ®500 (1490

T 10" | 330 |®400| 1710 | 457 |®450| 1800 | 787 | ®600| 1820

356 |®450| 2030 | 502 |®500| 2180 | 838 |®680|2210
14" | 381 |®500| 2300 | 762 |®550 | 2380 | 889 | ®600|2450
16 406 | ®550| 2580 | 838 |®600| 2650 | 991 | ®600| 2800
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ZHEJIANG NEWTON FLUID CONTROL CO.,LTD.

Headquarters (Wenzhou)

Zhiyi road,Lingxia industrial zone Wuniu,Wenzhou,
Zhejiang, China.

Tel: 86-577-67978269

Fax:86-577-67376711

E-mail: vmv@vmv-valve.com

Shanghai R&D Center

Jiading District, Shanghai

Building 12A, No. 1818 Chenghei Road
Tel: 86-18057752663

E-mail: vmvB@vmv-valve.com
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